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*Rozměr Z* – Pokud je filtrace otočena rozvaděčem ke stěně 

 TFS 3700 TFS 5000 TFS 6700 TFS 8400 TFS 
10000 

TFS 
11700 

TFS 
13400 

A ∅400 ∅400 ∅450 ∅500 ∅560 ∅630 ∅710 

B ∅280 ∅280 ∅280 ∅500 ∅560 ∅630 ∅710 

C 276,5 276,5 292 385 385 395 443 

D 1003 1003 1009 1027 1193 1228 1269 

E 1552 1552 1552 1552 1552 1552 1552 

F 2555 2555 2551 2579 2745 2780 2821 

G 3193 3193 3193 3274 3274 3274 3239 

H 510 510 510 510 510 510 510 

I 1931 1931 1931 1948 1948 1948 1948 

J 274 314 314 364 364 364 364 

K 1518 1558 1900 2288 2628 2968 3310 

L 1046 1046 1386 1726 2066 2406 2746 

M 1386 1386 1386 1386 1386 1386 1386 

N 1645 1645 1645 1645 1600 1645 1645 

O 1918 1958 1958 2008 1964 2009 2009 

P 1322 1322 1662 2001 2342 2682 3022 

X 500 500 500 500 500 500 500 

Y 100 100 100 100 100 100 100 

Z* 800 800 800 800 800 800 800 



*Dimension Z* - For electric cabinet facing the wall 

Dimension for truck transport 

 
 Shipping dimensions Transport area Weight for transport 

TFS 3700 1700x1550x2700 + paleta 0,8x1,2m 3,595m2 785kg 

TFS 5000 1700x1550x2700 + paleta 0,8x1,2m 3,595m2 810kg 

TFS 6700 1700x1970x2700 + paleta 0,8x1,2m 4,309m2 940kg 

TFS 8400 1700x2350x2800 + paleta 0,8x1,2m 4,955m2 1010kg 

TFS 10000 1700x2700x2800 + paleta 0,8x1,2m 5,55m2 1490kg 

TFS 11700 1700x3050x2800 + paleta 0,8x1,2m 6,145m2 1580kg 

TFS 13400 1700x3360x2800 + paleta 0,8x1,2m 6,672m2 1560kg 

 


